Chandler Auger Tenders
Superior! Economically Priced

(Rear Discharge)

Truck Mounted
Fertilizer Auger
Tenders
Mechanical or
Hydraulic

Construction:

Mild Steel
409 Stainless Steel
304 Stainless




CHANDLER 12" AUGER TENDER SPECS
10 TON
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Based on truck frame height of 36 inches.
CAPACITIES

330 Cubic Ft. (9.35 Cubic Meters)
.. 21500 Lbs. (9752 Kilograms)
370 Cubic F1. (10.42 Cubic Meters)
2400 Lbs. (10900 Kilograms)

* Hopper capacity (waler level)

* Payload (water level)

» Hopper capacity (heaped tarped)

¢ Payload (heaped, tarped @ 65# material

HOPPER DIMENSIONS

12 Ft. (3.66 Melers)
8 Ft. (2.44 Meters)
6FL.6in (1,98 Meters)

« Hopper length
» Hopper width
» Hopper height above truck frame

AUGER SPECS

* Tube size 10 in. (254 MM)
3500 Lbs./Minute (1588 Kilograms/Minute)
11 Ft. (3.35 Meters)

7 F1. 8in. (2.34 Meters)

«» Discharge capacity
« Discharge height (maximum) .
« Discharge height (minimum)

STANDARD FEATURES (12" and 16" TENDERS)

« Stainless gate slides

» Stainless hanger pipes
e Front mounted ladder

e Catwalks

* Auger clean-out door

« Stainless gate sleeves and shafts
« Stainless gate fasteners

o Stainless transition box

* Stainless hopper boot » Tarp support

« Stainless hanger shaft * Two compartments

CHANDLER 16" AUGER TENDER SPECS
16 TON
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Based on truck frame height of 36 inches.
CAPACITIES

496 Cubic Ft. (14.05 Cubic Meters)
.. 32240 Lbs. (14625 Kilograms)
560 Cubic Ft. (15.9 Cubic Meters)
36400 Lbs. (16510 Kilograms)

» Hopper capacity (water level) .

« Payload (water level)

» Hopper capacity (heaped tarped)

» Payload (heaped, tarped @ 65# material

HOPPER DIMENSIONS

16 Ft. (4.88 Meters)
. B Ft (2.44 Meters)
.TFL (213 Meters)

» Hopper length
* Hopper width
» Hopper height above truck frame

AUGER SPECS

o Tube size .
# Discharge capacity
 Discharge height (maximum)

! " 10 in. (254 MM)
3500 Lbs./Minute (1588 Kilograms/Minute)
11 Ft. (3.35 Meters)

« Discharge height (minimum) 7 F1. 8 in. (2.31 Meters)

OPTIONAL FEATURES (12' and 16° TENDERS)

« Stainless hopper and compartment bulkhead.
« Stainless, gussets and catwalks.

» Stainless auger tube.

= Stainless flighting mounted on stainless pipe.
 Additional ladder at rear

» Hydraulic drive.

e Shur Loc Roll tarp

« Hydraulic Folding auger for side discharge
 Hand Agitator



